11/13/2008

- 1-40/US 93 WEST KINGMANTI «

Meeting Agenda
» Introductions
» Project Purpose and Need
» Project Development Recap
» Summary of Initial Feasibility Report
Findings
» Questions and Answers

1-40/US 93
WEST KINGMAN TI
- FEASIBILITY STUDY «

PUBLIC MEETING
NOVEMBER 13,2008

- 1-40/US 93 WEST KINGMANTI « - 1-40/US 93 WEST KINGMANTI «

Project Purpose and Need

» Need for a Direct Connection
Between 1-40 and US 93 has been
Documented in Previous Studies

» Congestion Backs up onto I-40

» Area is Developing Fast

» Right-of-Way Costs are Escalating
» Improve Local Access

Purpose and Need (Continued)

» Relieve Congestion — Increase
Roadway Capacity and Improve
Traffic Flow

» Accident Reduction

» Continued Growth - Plan for Future
Developments

- 1-40/US 93 WEST KINGMANTI « - 1-40/US 93 WEST KINGMANTI «

Project Development Recap
» Project Development Process
» Feasibility Study Process
» Public & Agency Feedback
» Where We Are Now

The Project Development Process
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Project Development Recap
» Public & Agency Feedback(cont.)

» Environmental Concerns — Impact to
Wildlife and Water Quality

» Requests for Roadway Details —

Traffic Interchange Locations, Business
Access and Traffic Flow

» Avoid Stockton Hill Area
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Project Development Recap
» Public & Agency Feedback

» Economic Concerns for Existing
Businesses

» Impacts to Trails and Recreation Areas

» Impacts to Private Property and
Residences Along Project Area

» Project Funding Concerns
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Traffic Analysis
» Existing and Future Traffic Volumes
» Level of Service
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Summary of Initial Findings
» Traffic Analysis
» Corridor Alternatives Recap
» Corridor Alternatives Comparison
» Environmental Overview

» Corridors Recommended for Further
Study
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Traffic Analysis
» Existing and Future Traffic Volumes

WB 40 Mainline 179%
(North of Beale St)

WB 40 Off-Ramp. 12433 22,627 82%
WB 140 On-Ramp. 1830 6510 255%

WB 40 Mainline 6863 28043 322%
(South of Beale St)

Us 93 21,500 56,823 164%

EB 140 Mainiine
(South of Beale St)

EB 140 Off-Ramp 2347 6574 180%
EB 140 On-Ramp 12457 24,340 95%

EB 140 Mainiine 16,603 47,273 185%
(North of Beale St)

8513 29,507 247%
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Traffic Analysis
» Level of Service

Level of Service A Level of Service D Level of Service Criteria
- for Signalized Intersections

Level of Service | Delay

A 0 - 10 seconds
10 - 20 seconds
20 - 35 seconds
35 - 55 seconds
55 - 80 seconds

80 + seconds
Source: Exhibit 26-8, Highway Capacity Manual 2000

Level of Service B Level of Service E

mmolO|w

Level of Service F
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Traffic Analysis

» Existing and Future Levels of
Service

US 93/Beale SLEB 40 ide of Traffi
SBUS93 455 seconds
(West. 20 c (7 minutes F 13 seconds. B
approach) | seconds 35 seconds)
NB US 93 522 seconds
(East 60 E (8 minutes F 29 seconds c
approach) | seconds 42 seconds)
EB 140 Off- 214 seconds
Ramp 38 D (3 minutes F 29 seconds c
(South seconds 34 seconds)
approach)
Intersection 454 seconds
D (7 minutes F 24 seconds c
seconds 34 seconds)
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Traffic Analysis

» Existing and Future Levels of
Service

us ( ide of

SBUS 93 286 seconds

(West 18 B (4 minutes F 20 seconds. c

approach) | seconds 46 seconds)

NB US 93 96 seconds

(East 6 A (1 minute F 14 seconds B

approach) | seconds 36 seconds)

WB 1-40 256 seconds

Off-Ramp 31 c (4 minutes F 28 seconds c

(North seconds 16 seconds)

approach)

Intersection| 19 221 seconds

Overall seconds B (3 minutes F 18 seconds B
41 seconds)
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Corridor
Alternatives
» South Corridor +
Alternatives
»A,B,G,and H|
» North Corridor
Alternatives
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Corridor Alternatives Comparison
» No Build

» South Corridors (A, B, G, and H)

» North Corridors (C, D, E, and F)

» Evaluation Criteria and
Measurements
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Corridor Alternatives Comparison
» Evaluation Criteria/Measurements

~ LandUse Considerations.

|Evaluation Criteria

Unitof |

R ¢ B c: D =

Bureau of Land Management /
Cerbat Foothils Recreation Area [ acres 108 38 0 0 0 0 122 | 22
Outside City of Kingman Limits

Bureau of Land Management /

»C,D,E,and F |

Cerbat Foothils Recreation Area | acres o a |14 | . | 3w | ® | 0 0
within City of Kingman Limits

City of Kingman & PrvateLand | _acres s 9 2 | 20 | 5 | w | 1u | @
State Land acres o o o o o o o %0
Lengih of Corridor mies | 31 | 25 | 10 | 10 | 25 | 26 | a7 | 70
Qnderof Magnitude Total Prolect | g piions | s62m | seam | ol [ s51m | ss7m | seom | s71m | s200m

4(f) resources are defined as public parks, recreation areas, wildiife/waterfowl refuges, and historic sites
(from the US Department of Transportation Act of 1966)

6(f) resources are defined as recreation properies that were acquired or developed with grants from the
Land and Water Conservation Fund Act of 1964
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Corridor Alternatives Comparison
» Evaluation Criteria/Measurements

Traffic Considerations

Unit of
Evaluation Criteria ek LA B c o | E F [ H

Distance from Nearest
Interchange

Tength of Travel from Stockton
Hill Traffic Interchange on 140
t0 SR8 Traffic Interchange on
US 93 (WB 140 toNB US 93 )
Anticipated utilization of the.

35%to [ 35%to [ 25%to | 25% to

dctcorvectionby rough - <o | <2o% |3l |3l [kl 125k | <o [ <ton

miles 14 09 0 0s | 12 | o9 20 11

miles 9.4 83 67 | 61 | 65 | 58 | 113 | 141

- 1-40/US 93 WEST KINGMANTI «

11/13/2008

- 1-40/US 93 WEST KINGMANTI «

Corridor Alternatives Comparison
» Evaluation Criteria/Measurements

Ewluation Criteria | UM | 5 8 5 o 3 F 5 i
Measure
Section 4() lands Acres | 108 | 38 o | o o | o | 12 | 22
Potential mpact on Section8(0) | veg /o | No No | No | No | ves | ves | Mo No
Potental Canfits Wb Known | o | 5 N > | . Y . " N
Number of Facilties with
Underground Storage Tanks | ° ° ° ° ° ° ° !
Number of Facilties with
Leaking Underground Storage | count | 1 o | oo o | 2 1 1
Number of Hazardous Waste
Handing Facilies count o ! ! o o o o o
Wash Crossings cont | 6 5 B EE T | s 1
Polential Number ofResidential | oo | o o o | w | s | = ] ]
Patential Number ofBusiness | o | o o P 7 7 5 5
Potential Number of
VacantMunicipalMixed/Oter | 2" 5 N 37|15 o 2 7 7
Miajor Utiity Confits Gount 1 1 o 1 1 1 1 3
Springs/WellstWaterTanks | count | 0 o o 1 2 | 2 o 1
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Questions and Answers

» Please submit your questions on a
card as shown below:

@, QUESTION CARD

If you have a question that you would like answered at the

endof your g
ltto an ADOT,

W the time for Ifwe
do not get to your question, we encourage you to speak
directly with project staff after the question and answer
portion of the presentation.

PLEASE WRITE YOUR QUESTION
ON THE BACK OF THIS CARD

Thank you for printing legibly.
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We Wantto Know What You Think!
» Please fill out a commentform
» Leave it tonight
» Fax it
» E-mail or mail it
» Please submit your comments by
December 12, 2008
» Thank you for your time and input




